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1 Introduction

The Metrologist works out the information needed to make a spool or jumper between two subsea hubs from
an acoustic (LBL) metrology survey. From the field data it calculates:

¢ the horizontal distance between the two hubs' metrology reference points;

¢ the difference in height (AZ) between them, from Digiquartz (DQZ) level loops;

e the heading of each hub, from a gyro docked in the hub at several rotations;

« the pitch and roll of each hub, from inclinometers at several rotations, so that sensor offsets cancel;

» the angles a and B between each hub's heading and the line between the hubs, and each hub's attitude
along and across that line;

¢ the seabed profile along the route and each hub's height above the seabed,;
¢ an independent direct-range distance as a check on the LBL positions.

The program follows the order of a typical metrology task plan. Each step explains what to collect offshore
and what to enter, checks the results against your limits (PASS / FAIL), and finishes with a PDF report.

2 Getting started

2.1 What you need
¢ A Windows PC.

e The program file, TheMetrologist.exe. Nothing else needs to be installed.

2.2 Installing and starting

Copy TheMetrologist.exe into a folder of your choice and double-click it. There is no installer. You can also
drag a project file onto the program's icon to open it.

Note
The first time you start the program, Windows may show a Windows protected your PC message. Click More info,
then Run anyway.

2.3 Projects

All the data for one metrology is kept in a project file (.metrology). Use the File menu to start a New project
(Ctrl+N), Open one (Ctrl+O) and Save it (Ctrl+S). The Start page also has Open the example, a complete
project with made-up data that shows every step filled in.

Tip

To open .metrology files with a double-click, right-click one, choose Open with > Choose another app, pick
TheMetrologist.exe and tick Always use this app.
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3 The main window

File Goto Help

ERAMPLE-01 - J-01 jumper
THE RETROLDEIST

The Start page. The steps are listed down the left.

« Steps down the left, in the order of the task plan. The dot beside each step is green when its checks pass,
red when something is outside a limit, amber when partly done, and grey when it has no data yet. Back
and Next move through them in order.

* Summary under the steps: distance, AZ, a, B, how many checks pass and how much of the checklist is
done.

« Guide at the top of each page: what to collect offshore and what to enter.

¢ Menus: File (projects and the PDF report), Go to (any step) and Help.

Everything is recalculated as you type, so results appear as soon as there is enough data.
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4 Entering data

4.1 Tables
To Do this
Edit a cell Double-click it (or select a row and press Enter), type, then press Enter or Tab. Esc
cancels. Role and type columns give a list to choose from.
Add arow Add adds to the end, Insert adds above the selected row.
Remove or reorder Delete, Up and Down act on the selected row.
Bring in many rows Paste rows takes rows copied from Excel or a text file, filling the columns in the order

shown.

Columns in cyan after the ones you type are calculated by the program.

4.2 Readings

Each loop station, gyro docking, inclinometer position and range set can hold either a typed mean value or all
of its logged readings. Select the row and click Readings... (or the travel-time buttons on the ranges page) to
see the readings with their mean, standard deviation and duration, and to Import file..., Paste or Clear them.
When readings are present their mean is used; otherwise the typed value is used.

4.3 Importing logged files

or Auto w  Skip first lines [ > Only lin ntaining $HEHDT

$HEHDT
$HEHIIT
$HEHIT
$HEHDT
$HEHDT
$HEHDT
$HEHIT
$HEHIT
$HEHDT
$HEHDT
$HEHDT
$HEHIIT
$HEHIT
$HEHDT
$HEHDT
$HEHDT
$HEHDT
$HEHIT

Pitch {optionall  (nhone)

Roll foptionall (none)
Time window (optional) from

Impart.

Importing gyro headings from a log, keeping only the $HEHDT lines in a five-minute window.
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The import window reads text logs in columns (comma, tab, semicolon or space separated, and NMEA-style
lines with a time in front).
1. Check the preview. Change the Separator or Skip first lines if the columns don't line up.

2. If the log mixes several kinds of line, type text that only the wanted lines contain in Only lines containing
(for example $HEHDT) and click Apply.

3. Under Columns, choose which column holds each value. The program guesses these for you.
4. To take one docking or one station out of a long log, enter a Time window.

5. Click Import. Rows where a required value isn't a number are skipped.

5 Step by step

5.1 Project

The client, project, location, vessel, spool ID, a from-to description, the date, the task plan reference and the
people who prepared, checked and approved the work. These appear on the report, with any comments
typed in the box below.

5.2 Structures and offsets

EWAHPLE-01 - J-01 junper
THE HETROLOETDS

8 Kkl

Structures, COMPATTSs and offsets.

Structure A is the upstream hub and structure B the downstream hub. For each:
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Setting Meaning
COMPATT address The transponder in the hub's metrology receptacle.
Receptacle to TDCR (m) From the receptacle base plate (stab) to the top of the transducer, measured on

deck. Negative = transducer above.

Met ref point X /Y /Z (m) The metrology reference point (usually the hub or flange face) relative to the
receptacle, from the dimensional control: X across (+ starboard), Y along the
structure heading, Z down.

Receptacle yaw / pitch / roll How the receptacle sits relative to the structure.
Met ref point yaw / pitch / roll How the reference point sits relative to the structure.
The DQZ tooling offset is from the Digiquartz sensor's reference to the base of its frame (positive down).

Add the other array COMPATTSs (seabed frames, other receptacles) with their offsets, so their depths can be
found from the loops.

5.3 Environment and limits

Setting Used for

Latitude, longitude, central Local gravity (with the depth) and the grid convergence. Either can be typed
meridian instead.

Mean density, sound velocity From the processed CTD / SV profile. Density turns DQZ pressure into

depth; the velocity is a default for the ranges.

Gyro output, gyro C-O Whether the gyro gives true or grid heading, and the C-O from the deck
calibration (added to every heading).

Limits The PASS / FAIL limits (appendix A).

Sensor accuracy Used for the error budget (section 6.4).

Design values Optional expected distance, AZ and headings, to catch gross errors.
Height above seabed Altimeter clearances, used when there is no seabed station in the loops.

5.4 Task plan checklist

The checklist follows a typical task plan: deck preparation, subsea preparation, hub headings, level loops,
hub attitude and direct ranges, the array calibration and post-metrology. Tick each task as it is done and add
notes. It is saved with the project.
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5.5 DQZ level loops

File Goto Help

EXAMPLE-01 - J-01 jumper
m THE WETROLOGISET

Tuplicate Dl

A seabed profile loop with its calculated depths, and all loops combined below.

Each loop is a list of stations in the order visited, starting and finishing on the same benchmark (normally hub
A). Click New loop... and choose its type; the stations are filled in from the task plan, ready to edit:

Type Stations Limit
Array loop Hub A, the other COMPATTS, hub B, hub A Loop limit
Hub loop (incl. seabed) Hub A, seabed below A, seabed below B, hub B, hub A Loop limit
Seabed profile Hub A, seabed, every 5 m along the route, hub B, hub A Profile limit
Hub to hub Hub A, hub B, hub A Loop limit

For each station enter the time, the mean DQZ reading and the atmospheric reading (or import the readings).
The Role tells the program which offsets to use:

Role Meaning

Hub A /Hub B The DQZ on the hub receptacle; gives the hub's depths.
COMPATT - On another COMPATT's measure point; gives its transducer depth.
Seabed below hub A /B Gives each hub's height above the seabed and anchors the profile.
Profile point / other A seabed point along the route; enter its distance from hub A.

Below the stations the program shows the misclosure and duration with PASS / FAIL. All loops combined
lists every station's depth averaged over the loops it appears in, the spread between loops, and its transducer
depth.
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5.6 Hub headings

File Goto Help

EXAMPLE-01 - J-01 jumper
B THE WETROLOGISET
ns Ltd
h

Five gyro dockings on one hub.

The gyro is docked in the hub receptacle in direction A, then turned clockwise between dockings. Enter each
docking's rotation from direction A and its mean heading, or import the readings. Two buttons fill in the
usual sequences:

e Task plan sets: direction A, 90°, 180°, 270° and back to direction A;
e Towards / away / towards: three dockings at 180°, 0° and 180°.

Each docking gives an estimate of direction A. The program shows the spread between them and the
misclosure between the first and last dockings when both are at the same rotation.
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5.7 Hub pitch and roll

File Goto Help

EXAMPLE-01 - J-01 jumper
m THE WETROLOGISET
ns Ltd

Hb piteh and rall

Pitch and roll from an inclinometer in four positions.

The inclinometer COMPATT (or the gyro) is placed in the receptacle at several rotations, for example
positions A to D at 0°, 90°, 180° and 270°. Each position is turned back to direction A and averaged. Because
the sensor turns with the COMPATT, its own zero offset cancels; the program reports it when the positions
balance out. Copy from gyro dockings uses the pitch and roll logged with the headings instead.

Note
Pitch is positive with the direction A side up; roll is positive with the starboard side down. Confirm the sensor's axes
and signs on deck before deployment.

5.8 Direct ranges

Ranges between the two hub COMPATTS, both ways, in each rotation position. Enter the sound velocity and
turn-around time (TAT, ms) for each direction and import or paste the two-way travel times, or type the mean
slant ranges. The program reduces the mean slant range to horizontal with the transducer depths from the
loops and corrects it for the tilt of each COMPATT. The result is a receptacle-to-receptacle distance to
compare with the LBL distance.
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5.9 LBL positions

Enter the calibrated LBL positions of the hub COMPATT transducers (and the other array COMPATTS) from
the array calibration report, with its overall RMS and unit variance. USBL positions can be entered and used
instead as a contingency. The table at the bottom lists the DQZ transducer depths to enter as manual depth
measurements in the array calibration.

6 Results

Help

EXAMPLE-01 - J-01 jumper
m THE HETROLOEIST
At oz B Kl ns Ltc

FAIL list, PIF report.

(grid) Seabed profile

MAN-1
Hub

=
@
£
S

Easting - 745,050.00 (m) ista along route from hub A (m)

The Results page.

6.1 Summary

Tiles across the top show the horizontal distance, AZ (positive when hub B is deeper), the bearing from A to
B, a, B and the checks. The Hubs table gives each hub's heading, pitch and roll, attitude along and across
the bearing, depth, position and height above the seabed.

6.2 Plan view, a and B
The plan view shows the hubs, their headings, the line between them, and the other COMPATTS.

Angle Definition
a Hub A heading minus the bearing from A to B
B The bearing from B to A minus hub B heading

Both are given between -180° and +180°, so the sign shows which side of the line the hub points.
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6.3 Seabed profile

The depth of each profile point below hub A's reference point, against its distance along the route. Remaining
differences at hub B are spread over the loop in time.

6.4 Checks and error budget

Checks lists every PASS / FAIL test: loop misclosures and durations, heading spread and misclosure, pitch /
roll spread, range spread, the LBL RMS and unit variance, and the comparison with the design values. The
error budget combines the sensor accuracies with the scatter of the observations into an estimated 10 and
20 (about 95 %) for AZ, distance, bearing, headings, a, B and pitch / roll. It is an estimate to support the
agreed tolerances, not a formal error analysis.

7 The PDF report

Click Create PDF report... at the bottom of the Results page (or File > Create PDF report, Ctrl+R). Untick
any detail tables you don't want. The report contains:

¢ the job details and the results;

¢ the quality checks with PASS / FAIL;

¢ the plan view and seabed profile;

¢ the error budget and comparison with design;

« the level loops, headings, pitch / roll and range tables;

e positions, parameters and offsets, comments and a sign-off box.

SPOOL METROLOGY REPORT 1 SPOOL METROLOGY REPORT

SpOOl Metrology Heport 3 Plan view and seabed profile

MAN-1 hub to MAN-2 hu Plan view (grid)

EXAMPLE 01

ot { pampar 1w

1 Results

O e 3BT
\é; 1852, ek M2

Northing - 1141,730.00 im)

a

Easting - 745,050.00 (m)

Seabed profile

Depih below hub A met ref paint {m)

Distance alang route from hub A (m)

Pages from the report of the example project.
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8 How the results are calculated

8.1 Depths
depth = (P - Patm) x 10000/ (g x p)
with P and Patm in dBar (psi x 0.6894757), p the mean density and g the local gravity:
g =9.780318 x (1 + (5.2788x10™> + 2.36x10™ sin?g) sin2g) + 1.092x10° x depth
The misclosure (first reading minus last at the benchmark) is spread over the loop in proportion to time, which
removes a steady tide. Adding the DQZ offset gives the measure point depth; adding the receptacle-to-TDCR

offset gives the transducer depth. Every loop is shifted onto the first loop's benchmark and the stations are
averaged.

8.2 Headings
direction A = docking heading - rotation - convergence (if true) + C-O
with convergence = (longitude - central meridian) x sin(latitude). The dockings are averaged as angles. The

structure heading is the receptacle heading less the receptacle yaw, and the reference point heading adds
the reference point yaw.

8.3 Pitch and roll
pitch, =p cosO - r sind roll, =p sin@ + r cosO
for a position rotated 6 clockwise from direction A. The averages give the receptacle pitch and roll, the total

tilt (acos(cos p x cos r)) and its direction. These are corrected to the structure and the reference point with the
dimensional control angles.

8.4 Positions and ranges

The receptacle position is the transducer position less the horizontal displacement caused by the tilt over the
receptacle-to-TDCR offset. The reference point adds the dimensional control offsets, rotated by the structure
heading and tilt. Each slant range is (TWTT - TAT) / 2000 x SV, reduced to horizontal with the transducer
depth difference.

9 Troubleshooting

Problem What to check

A loop fails its misclosure Stations in the wrong order, the last benchmark row missing, a wrong unit
(dBar / psi / m), or a missing atmospheric value.

AZ or depths out by centimetres The DQZ offset, the met ref point Z, and that each station has the right role.

Headings out by a fraction of a Gyro output true / grid, the C-O, and the latitude, longitude and central

degree meridian (convergence).

Heading misclosure large A docking with the wrong rotation, or the gyro not seated; repeat the
sequence.
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Problem What to check

Pitch / roll spread large Wrong rotations, or the sign convention of the sensor axes.

Plan view empty Both hub LBL (or USBL) positions are needed.

Import finds no rows Check the separator, the column choices, the line filter and the time window.
Results show — Some data needed for that result has not been entered yet.

Appendix A: default limits

Check Default Check Default
Loop misclosure 0.05m Heading misclosure 0.5°
Profile loop misclosure 0.25m Heading spread 0.5°
Loop duration 30 min Pitch / roll spread 0.3°
Range spread 0.05m LBL RMS 0.05m
Unit variance 0.8-1.2

All limits can be changed on the Environment & limits page, and are saved with the project.

Keyboard shortcuts

Keys Command

Ctrl+N / Ctrl+O / Ctrl+S New, open and save project
Ctrl+R Create PDF report
Double-click / Enter Edit a table cell

Esc Cancel an edit
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